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Fiberglass product
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Fiber glass Insulation Material range
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Fiberglass Cloth
Fiberglass Tape
Fiberglass Braided Rope
Fiberglass Twisted Yarn

Fiberglass Braided Sleeve
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Fiberglass Coated Fabric & Tapes
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Fiberglass cloth

Description

berglass Cloth Is Widely Used In Thermal,
emical insulation Properties. It Is Make from
-Glass Filament Roving With Looms Weaving
esigned

Characteristic And Features o
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Chemical thermal resistance

Density & high strength suitable

Excellent heat resistance

flexible performance

v Easy to molding press and baider process
v Excellent sound absorption property

v Flame and fireproof material
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: Application :

+« Composite parts

+ Plastic molding

%« Boiler , industrial insulation , silencer etc

+ Sealing packing in fire frame application
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% Minimum : 550 Celsius . Working Temperature :

« Maximum : 750 Celsius

. Size Of The Style Range

+ Thickness, strength & Heat Conductivity
* 0.4MMTO2M.M
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FiberGlass Webbing Tap

Description

Fiber glass webbing tap is weaved from needle machine with
fiberglass yarn and roving thread filament.

Characteristics and features

Excellent heat resistance flexible performance
Chemical , thermal resistance

Flame and fireproof

Density and High Strength Suitable
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Application
Silencer wrapping and industrial insulation

Vessels and boilers

Asbestos “compare” application like hot and cold pipe line wrapping etc

Working Temperature

Minimum : 550 Celsius

Maximum : 750 Celsius .
-2
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Size Of The Style Range
» Thickness, Strength and Heat Conductivity.
» Size 1.5M.M TO 3 M.M Thickness
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Fiberglass braided rope

Description

Fiberglass braided rope is constructed in special braiding
machine designe is available in different section .

1) Round

5 ,
2)  Square il

3) Rectangle ElEPHA“T
Structure is conducted for different properties and application.

Charactersitics and features

v Flame and fireproof material

v Chemical and thermal resistance
v High strength and suitable & density
v Low thermal conductivity

v Flexible and easy to wrapping.& movable
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Application

Oven door sealing and packing
Exhust steam pipe insulation
Furnace, Boiler, Foundry

Processing tank , kettle etc.

Process house machinery and equipment

Working Temprature

Minimum : 550 Celsius

f-2
Maximum : 750 Celsius Lﬁ) ®
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Size of the style range
v Thickness, strength and heat conductivity
v Size : 4 M.M TO 50 M.M. (ROUND & SQUARE)
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Asbestos Product
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Asbestos rope

Description

Asbestos rope is constructed by special
breeding mechanism with contain asbestos
pure fiber yarn.

lts temperature of working 2 50-350 Celsius.
Size dia

The asbestos rope dia is make by section
round and square and rectangle .

Dimension measurement from 4 M.M to 50 M.
M Size Dia.

Application

Asbestos rope used in seal ship propeller
shaft ,piston pumps, vacuum pump mixer,
thermal conductivity, boilers of hot liquid,
alkali acid resistant, furnace door packing.
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ASBESTOS WEBBING TAPE

Description
. Asbestos webbing tape is designed weaving in
looms.
Size Dia

U Asbestos webbing tape is available from 25 M.M.
(1 inch) TO 100 M.M. (4 inch) flat patti designed.

Application

C Its widely used in break liner, cold and hot stream
line pipe, oil, fungus, flame ,mould, electric cables.
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Asbestos woven cloth

Description

L Asbestos woven cloth processing from excellent
spinning grade good quality fiber textures weaving fabric.

Size Dia

C Asbestos woven cloth is available in 1.5 M.M thickness
to 6 M.M. thickness and width is 1 meter to 2 meter with
wide range length in plain weaving design.

Application

' Chemical tank, welding blanket apron, fire safety
equipment, plastic molding, ship, aircrafts, fire barrier
properties, insulation in cinema, cold storage, oil refinery
foundry packing, ducting parts etc.
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Ceramic fiber textile produ
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Ceramic fiber insulation range

= Ceramic Fiber Yarn

= Ceramic Fiber Cloth

= Ceramic Fiber Tape

= Ceramic Fiber Braided Rope

- Ceramic Fiber Lagging Soft Rope
= Ceramic Fiber Sleeve
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CERAMIC FIBER YARN

Description of product

Ceramic fiber yarn is made from natural and synthetic minerals or metal oxides. with excelle
handling strength , ideal compressibility and resilience, lightweight, low thermal conductivity,
high thermal stability.

Industrial Applications of Ceramic Yarn

Fabric Ceramic yarns and textiles are mainly applied to a wide range of high temperature
sealing and insulating applications. It means that they are used in materials that come in
contact of high temperatures so as to prevent or reduce the passage, transfer, or leakage of
heat and electricity.

Ceramic fiber ropes are also used as heat insulation materials and a substitute for asbestos

> The fibers were used to fill gaps between orbiter tiles and were woven into insulation blankets,
heat shields and other protective items.
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General Uses of Ceramic Yarn Fabrics

« Apart from being used in industries as insulating material, ceramic yarn is now
also used for warm weather fashion clothing due to its cool nature. However,
such fabrics have ceramic in very low percentage. For example, one of such
ceramic fabrics is made up of 95% rayon & 5% ceramic. They keep the wearers
cool and protect their skin from harmful UVA & UVB rays. They are, in fact,
capable of dropping the surface skin temperature by at least 5 degrees. Due to
their soft sheen, anti-static and washable qualities, they are gradually becoming
a choice of fabric for babies & infant wear. Ceramic yarns are also fast becoming
popular for knitting projects due to their same properties of being cool, soft and
silky apart from UVA & UVB rays protective
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Ceramic fiber woven cloth

Description

+« Ceramic fiber woven cloth is manufactured
from ceramic reinforced silicate based yarn
from high strength filament with looms style
weaving for high temperature application.

characteristics And Features
% Flame and fire proof

% High temperature stable

%+ Chemical, thermal resistance

+ Density and strength suitable

+« Low weight and flexible softness in contain
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Application

« Alkali and acid chemicals tanks.

Expenion joint .
Foundry fire packing & sealing .

Fire welding blanket ,industrial aprons.

Hand gloves and mask cover etc.

Insulation exhaust material for wrapping tube hot & cold line & bar pipe and
steam line etc.

« Air filter conductivity ducting and fire smoke binder.

Qil, gas, petroleum refinery & projects.

e
YtV o
BLepuaNT

Edit with WPS Office




v

v

Working temperature

Minimum : 1250 Celsius

Maximum : 1560 Celsius

Size of style range

Thickness strength & heat conductivity.

1.5 M.M.
3 M.M.
6 M.M.
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CERAMIC FIBER WEBBING gums

Description

« Ceramic fiber webbing tape is manufactured from
ceramic yarn with needle loom make narrow fabric
tape designed.

characteristics And Features
« Flame and fire proof

« Low thermal conductivity

« High temperature stable

- Chemical, thermal resistance

« Density and strength suitable

« Low weight and flexible softness in contain
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Application

«  Wrapping for pipe line of steams hot & cold liquid.
« Exhaust insulation material.
« Fire safety and protective packing & sealing stripe certain

properties.

« Heat insulation chimney smoke and textile looping properties
« Cable and wire, caring, gasket, machinery and industrial

packing properties.

Working temperature

« Minimum : 1250 Celsius
©» Maximum : 1560 Celsius
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Size of the style range
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Thickness ,strength and heat conductivity
1.5MM

3 MM

6 M.M
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CERAMIC FIBER BRAIDED ROPE

Description

- Ceramic fiber braided rope is made from
reinforcement high strength yarn with braiding
machine weving style .

« Its available in square section & round section

dimensions.

characteristics And Features

« Flame and fire proof

« Low thermal conductivity

«» Chemical, alkali & thermal resistance

High Density and strength suitable

- Low weight and flexible softness in contain

- Wrapping easily and light weight moveable
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Application

Coke oven door sealing ,oven packing
Boiler door sealing

Insulation of exhaust steam pipe

Hot valves bar

Gasket high temperature application
Furnaces, stove, foundry packing

Metal casting sealing

Working temperature

» Minimum ; 1250 Celsius

- Maximum : 1560 Celsius
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Size of the style range
# Thickness ,strength and heat conductivity

(DIA : round and square)
“ 4 MM TO 50 M.M
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«  Flame and fire proof
« High temperature stable

« Flexible softness & suitable jacketing

CERAMIC FIBER soft lagging ROPE

Description

« Ceramic fiber soft lagging rope is made from ceramic bulk soft wool with ga
roving process

characteristics And Features
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Application

#  Wrapping steam & chemical process line .

% Textile proceed machinery

% Chimney walls and smoke pipe line
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CERAMIC FIBER sleeve

Description

- Ceramic fiber sleeve designed with braided reinforcement ceramic high strength
yarn .

« The sleeve is braided in needed narrow braiding machine.
characteristics And Features

- Flame and fire proof

« High temperature stable
Chemical, thermal resistance

« Low weight and flexible softness
« Suitable strength

o
&)
BLepraNT

Edit with WPS Office




Application

% Insulation for cable, wire , pipe exhaust etc.

# Covering and jacketing oil, gas, air filters properties.
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